Techniques for providing relevant information to a user based on information or documents accessed or viewed by the user. The relevant information is provided automatically to the user without requiring user input. The information provided to the user is selected from information provided by various content provider systems. The present invention uses several techniques to determine relevancy between the contents of the document accessed by the user and between the information provided by the content provider systems. The relevancy information is used to select information to be provided to the user.
U.S. PATENT DOCUMENTS

5,442,795 A 8/1995 Levine et al.
5,479,600 A 12/1995 Wroblewski et al.
5,481,666 A 1/1996 Nguyen et al.
5,530,942 A 6/1996 Tsou et al.
5,546,502 A 8/1996 Hart et al.
5,596,700 A 1/1997 Darnell et al.
5,638,543 A 6/1997 Peersen et al.
5,680,636 A 10/1997 Levine et al.
5,694,559 B1 12/1997 Hobson et al.
5,721,902 B1 2/1998 Schulz
5,724,521 A 3/1998 Dedrick
5,751,283 A 5/1998 Smith
5,781,785 A 7/1998 Rowe et al.
5,784,616 A 7/1998 Horvitz
5,806,079 A 9/1998 Rivette et al.
D400,195 S 10/1998 Ulesch
5,819,301 A 10/1998 Rowe et al.
5,847,709 A 12/1998 Card et al.
5,855,008 A 12/1998 Goldhaber et al.
5,857,185 A 1/1999 Yamaura
5,860,074 A 1/1999 Rowe et al.
5,870,770 A 2/1999 Wolfe
5,873,107 A 2/1999 Borovoy et al.
5,877,370 A 2/1999 Card et al.
5,915,250 A * 6/1999 Jain et al. ............ 707/100
5,933,841 A 8/1999 Schumacher et al.
5,943,679 A 8/1999 Niles et al.
5,946,678 B 8/1999 Aalbersberg
5,948,061 A 9/1999 Merriman et al.
5,950,187 A 9/1999 Isada
5,987,454 A 11/1999 Hobbs
6,006,197 A 12/1999 d-Eon et al.
6,026,218 A 12/1999 Breese et al.
D418,826 S 1/2000 Pevly et al.
D419,144 S 1/2000 Baker et al.
6,026,409 A 2/2000 Blumenthal
6,028,601 A 2/2000 Machinaria et al.
6,044,376 A 3/2000 Kurtzman, II
D425,039 S 5/2000 Shields
6,057,839 A 5/2000 Advani et al.
6,058,202 A 5/2000 Yamaguchi
6,067,552 A 5/2000 Yu
6,094,648 A 7/2000 Aalbersberg
6,101,503 A * 8/2000 Cooper et al. ............ 707/104
6,131,092 A 1/2001 Petrigrew et al.
D345,561 S 12/2001 Rowe et al.
6,182,090 B1 1/2001 Pearis
6,185,614 B1 2/2001 Cuomo et al.
D349,585 S 3/2001 Law et al.
6,222,547 B1 4/2001 Schwutke et al.
D445,802 S 7/2001 Griswiler
6,259,458 B1 7/2001 Ihleisen et al.

FOREIGN PATENT DOCUMENTS
EP 378,848 A2 7/1999
EP 737,927 A2 10/1996
GB 2,137,788 A 10/1984
GB 2,136,118 A 10/1985
GB 2,290,898 A 1/1996
GB 2,332,544 A 6/1999
JP 02-001057 1/1990
JP 06-203024 7/1994
JP 08-255163 10/1996
JP 11-213011 8/1999

OTHER PUBLICATIONS


ADOBE Acrobat Reader 3.0 screen dumps (fig. 1-3), (1996).


* cited by examiner.
Fig. 1
Fig. 2
Server identifies a document (or documents) accessed or viewed by a user using the user system

Server determines which sections of the document identified in step 302 are to be analyzed

Server extracts (or generates) UDIOs from the sections of the document determined in step 304

UDIOs extracted in step 306 are analyzed

Server selects CPIOs to be provided to the user

CPIOs selected in step 310 are communicated to the user system

User system outputs information contained in the selected CPIOs

Fig. 3
From step 306 in Fig. 3

Determine the "type" or "class" of each extracted UDIO

For each extracted UDIO, based upon the class of the UDIO (as determined in step 402), determine one or more content recognition techniques to be applied to the UDIO

For each extracted UDIO, determine the contents of the UDIO by applying the content recognition techniques for the UDIO determined in step 404

Store the UDIOs, their associated class information, and their content information

To step 310 in Fig. 3

Fig. 4
Identify one or more selection techniques to be used for selecting CPIOs to be provided to the user

Apply each selection technique identified in step 502, to determine relevancy scores between the CPIOs and the UDIos for each selection technique

Combine the results of the various selection techniques applied in step 504 to generate a single "final" list of selected CPIOs to be communicated to the user system

To step 312 in Fig. 3

Fig. 5
Determine concepts of interest to a user

For each UDIO, determine a degree of relevancy of the UDIO to each concept of interest to the user determined in step 602

Based upon the relevancy of the UDIOs and CPIOs to the user concepts of interest, for each CPIO, determine the degree of relevancy of the CPIO to each UDIO as it relates to a particular user concept of interest

Generate a single "final" list of CPIOs using a combination technique

Select one or more CPIOs based upon the relevancy scores determined for the CPIOs in step 606

Select one or more CPIOs based upon the relevancy scores associated with the CPIOs in step 612

To step 312 in Fig. 3
Parameters:
Weighting Factors: \((W_1, W_2, \ldots)\)
Thresholds \((T_1, T_2, \ldots)\)

Source #1: List of CPIOs and relevancy info
Source #2: List of CPIOs 2 and relevancy info
Source #3: List of CPIOs 3 and relevancy info

Combination Technique

A single "final" list of CPIOs

Fig. 7
Initialize variables:
Array NumVotes[1..N] = 0
Array WeightVotes[1..N] = 0
Array of Lists SourcesVoting[1..N] = Null
#S = Total number of sources

d = 1

(d > #S)?

No

Select source \( S_d \)

#L = Total number of ListElements in the list for source \( S_d \)

\( e = 1 \)

(e > #L)?

No

\( CPIO_{de} \) = CPIO object in ListElement\( e \) of source \( S_d \)

\( R_{de} \) = Relevance value in ListElement\( e \) of source \( S_d \) for \( CPIO_{de} \)

\( (R_{de} > T_{S_d})? \)

No

Yes

NumVotes[\( CPIO_{de} \)] = NumVotes[\( CPIO_{de} \)] + 1
WeightVotes[\( CPIO_{de} \)] = WeightVotes[\( CPIO_{de} \)] + \( W_{Sd} \)
Append \( S_d \) to list SourcesVoting[\( CPIO_{de} \)]

\( e = e + 1 \)

\( d = d + 1 \)

Generate a "final" list of one or CPIOs based on specified criteria

To step 312 in Fig. 3

Fig. 8
The Design of a Wearable Computer

Len Bass, Chris Kamnich, Richard Martin, Dan Siewiorek, Asim Smailagic, John Sivic
Carnegie Mellon University
Pittsburgh, Pa 15213
+1 412 268 0763
(lb@cmu.edu, kamnich@cmu.edu, dms@cmu.edu, asim@cmu.edu, johns@cmu.edu)

Abstract

The objective is to produce an innovative computer system that is worn on the body. The computer system that resulted from the process uses a spiral motif both for the display and the input device. The display itself is a spiral and the computer system is visually organized around the concept of a spiral. The computer system itself proceeded in the presence of a great many constraints and we discuss these constraints and how an innovative design was achieved in spite of the constraints.

Keywords

wearable computers, spiral design, display, input device, user interface design, integrated product design.
Cyborg Seeks Community

Meet one of the creators of... and join him in his search for like-minded folks to live in an... 

By Steve Mann

People find me peculiar. They think it's odd that I spend most of my waking hours wearing eight or nine Internet-connected computers sewn into my clothing and that I wear opaque wrap-around glasses day and night, inside and outdoors. They find it odd that to sustain wireless communications during my travels, I will climb to the hotel roof to rig my room with an antenna and Internet connection. They wonder why I sometimes seem detached and lost, but at other times I exhibit vast knowledge of their specialty.
Digital Manipulatives: New Toys to Think With

Mitchel Resnick, Fred Martin, Robert Berg, Rick Borovoy, Vanessa Coella, Kvin Kramer, Brian Silverman
MIT Media Laboratory
20 Ames Street
Cambridge, MA 02139

To be published in the proceedings of the CHI '98 conference

Abstract

In many educational settings, manipulative materials (such as Cuisenaire Rods and Pattern Blocks) play an important role in children's learning, enabling children to explore mathematical and scientific concepts (such as number and shape) through direct manipulation of physical objects. Our group at the MIT Media Lab has developed a new generation of "digital manipulatives" -- computationally-enhanced versions of traditional children's toys. These new manipulatives enable children to explore a new set of concepts (in particular, "systems concepts" such as feedback and emergence) that have previously been considered "too advanced" for children to learn. In this paper, we discuss four of our digital manipulatives -- computationally-augmented versions of blocks, beads, balls, and badges.

Introduction

Walk into any kindergarten, and you are likely to see a diverse collection of "manipulative materials." You might see a set of Cuisenaire Rods: brightly colored wooden rods of varying lengths. The colors and lengths of the rods are carefully chosen to engage children in explorations of arithmetic concepts and relationships. Children discover that each brown rod is the same length as two purples -- or four reds. On the next table, you might see a set of Pattern Blocks. Children can use these polygon-shaped tiles to create mosaic-like patterns -- and, in the process, learn important geometric concepts.

As children build and experiment with these manipulative materials, they develop richer ways of thinking about mathematical concepts such as number, size, and shape. But there are many important concepts that are very difficult (if not impossible) to explore with these traditional manipulative materials. In particular, traditional manipulatives generally do not help children learn...
TECHNIQUES FOR TARGETING INFORMATION TO USERS

CROSS-REFERENCES TO RELATED APPLICATIONS

This application claims priority from the following U.S. patent applications, the entire contents of which are herein incorporated by reference for all purposes:

(1) U.S. patent application Ser. No. 08/995,616, entitled, “AUTOMATIC ADAPTIVE DOCUMENT HELP SYSTEM” filed Dec. 22, 1997;

(2) U.S. patent application Ser. No. 09/636,039, entitled, “TECHNIQUES TO FACILITATE READING OF A DOCUMENT” filed Aug. 9, 2000;

(3) U.S. patent application Ser. No. 09/483,092, entitled, “METHOD, SYSTEM AND COMPUTER CODE FOR CONTENT BASED WEB ADVERTISING” filed Jan. 14, 2000; and


COPYRIGHT NOTICE

A portion of the disclosure of this patent document contains material that is subject to copyright protection. The copyright owner has no objection to the xerographic reproduction by anyone of the patent document or the patent disclosure in exactly the form it appears in the U.S. Patent and Trademark Office patent file or records, but otherwise reserves all copyright rights whatsoever.

BACKGROUND OF THE INVENTION

The present invention relates to providing and outputting information to a user in electronic form, and more particularly to techniques for targeting electronic information to a user based on contents of document(s) viewed or accessed by the user.

With the rapid growth of computers and communication networks such as the Internet, an increasing amount of information is now available to users in electronic or digital form. The information is usually stored by a communication network in the form of documents that can be accessed by a user of the communication network using computer systems coupled to the communication network.

For example, in the World Wide Web (WWW) environment, the information is stored in the form of hypertext documents called web pages that can be accessed by a user using a browser program executing on a client computer coupled to the Internet. A web page may incorporate several information objects storing information of various types. These information objects may include text objects, graphics objects, audio and video content objects, multimedia objects, software program objects, hypertext link objects, and other types of data objects and/or combinations thereof. The hypertext link objects may contain hypertext links to other web pages. Web pages are typically stored on web servers or content servers coupled to the Internet. Each web page is uniquely identified by an address called a Uniform Resource Locator (URL) that enables users to access the web page.

The terms “client” and “server” are used to classify computer systems connected to communication networks such as the Internet based upon the role that the computer systems play with respect to requesting information or providing information. A computer system that is used by a user to request information is referred to as a “client” computer (or a “client”). A computer system that stores information and provides the information in response to an information request received from a client computer is referred to as a “server” computer (or a “server”). A particular computer system may function both as a client and as a server.

Users typically access web pages using a program called a “web browser” which generally executes on a client computer coupled to the Internet. A web browser is a type of client application that enables users to select, retrieve, and perceive information stored by the Internet. Examples of browsers include the Internet Explorer browser program provided by Microsoft Corporation, the Netscape Navigator browser program provided by Netscape Corporation, and others. Users generally access web pages by providing URL information to the browser, either directly or indirectly, and the browser responds by retrieving the web page corresponding to the user-provided URL. The retrieved web page is then displayed to the requesting user on the client computer.

Due to the vast volume of information available via communication networks such as the Internet, it is becoming increasingly difficult for a user to identify documents that contain information of interest to the user or to find information that is relevant to the user. While there are several tools (e.g., search engines, etc.) available which help the user in finding relevant information, each of these tools requires manual input from the user and also requires that the user know how to use the tool.

For example, in order to use a search engine, the user has to know how to formulate an appropriate search query that will be used by the search engine to identify documents of interest to the user. Formulating an appropriate search query can be a non-trivial task, especially for those users who are not comfortable with using computers or who are not computer savvy. Further, if the search query is not properly formulated, the results that are returned by the search engine might not suit the user’s needs. For example, if the search query is too broad, the number of documents returned by the search engine might be quite large and include documents that are irrelevant to the user. The user is then forced to waste valuable time in identifying relevant documents from the vast number of documents returned by the search engine. Conversely, if the search query is too narrow, then the search engine may miss documents that are relevant to the user.

In light of the above, what is needed are techniques for providing relevant information to users without requiring specific user input. It is further desired that the techniques be able to provide relevant information to a user based upon information or documents accessed by the user and based upon the user’s likes and preferences.

BRIEF SUMMARY OF THE INVENTION

The present invention provides techniques for providing relevant information to a user. According to an embodiment of the present invention, the relevant information is selected based on contents of information or documents accessed or viewed by the user. The relevant information is provided automatically to the user without requiring user input. The information provided to the user is selected from information provided by various content provider systems. The present invention uses several techniques to determine relevance between the contents of the document accessed by the user and between the information provided by the user.
content provider systems. The relevancy information is used to select information to be provided to the user.

According to an embodiment, the present invention provides techniques for providing information to a user based upon contents of a first document displayed to the user. According to this specific embodiment, the present invention identifies the first document displayed to the user, identifies at least a first section of the first document, extracts a first set of information objects from the first section of the first document, determines degree of relevancy information for a second set of information objects, the degree of relevancy information indicating the relevancy of information objects in the second set of information objects to information objects in the first set of information objects, and selects a third set of information objects from information objects in the second set of information objects based upon the degree of relevancy information determined for information objects in the second set of information objects, wherein information objects in the third set of information objects store information to be output to the user when the first document is being displayed to the user.

According to another embodiment of the present invention, a system comprising a user system and a server system is provided for providing information to a user based upon contents of a document displayed to the user. In this embodiment, the user system is used to display the first document to the user. The server system is configured to access a first set of content provider information objects (CPIOs), identify the document displayed to the user, extract a first set of user document information objects (UDIOs) from the document, and identify a plurality of selection techniques for determining degree of relevancy information for the first set of CPIOs. For each selection technique in the plurality of selection techniques, the server system is configured to apply the selection technique to generate degree of relevancy information for the CPIOs, the degree of relevancy information indicating the relevancy of the CPIOs to the UDIOs calculated using the selection technique. The server system is then configured to select a second set of CPIOs from the first set of CPIOs based upon the degree of relevancy information for the CPIOs calculated using the plurality of selection techniques. The user system is configured to output information stored by the second set of CPIOs to the user.

Various additional objects, features and advantages of the present invention can be more fully appreciated with reference to the detailed description and accompanying drawings that follow.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a simplified block diagram of a distributed system for targeting information to users according to an embodiment of the present invention;

FIG. 2 is a simplified block diagram of a computer system according to an embodiment of the present invention;

FIG. 3 is a simplified high-level flowchart showing a method of providing targeted information to the user according to an embodiment of the present invention;

FIG. 4 is a simplified high-level flowchart showing processing performed for extracting UDIOs according to an embodiment of the present invention;

FIG. 5 is a simplified high-level flowchart showing processing performed for selecting CPIOs to be provided to the user according to an embodiment of the present invention;

FIG. 6 is a simplified high-level flowchart showing a method of selecting CPIOs using a class-based selection technique and a concept-based selection technique according to an embodiment of the present invention;

FIG. 7 is a simplified block diagram showing the inputs and outputs of a source-based combination technique according to an embodiment of the present invention;

FIG. 8 is a simplified high-level flowchart showing processing performed for generating a single "final" list of CPIOs according to an embodiment of the present invention;

FIGS. 9A, 9B, and 9C are examples of user interfaces which may be used to output information stored by the selected CPIOs to the user according to embodiments of the present invention.

DETAILS DESCRIPTION OF THE INVENTION

The present invention provides techniques for providing relevant information to users. In particular, the present invention provides techniques for providing relevant information (or targeting information) to a user based on information or documents accessed or viewed by the user. According to the teachings of the present invention, the relevant information is provided automatically to the user without requiring user input. Providing or targeting relevant information (or information in which the user is likely to be interested in) to the user involves the organized selection of information to be provided to the user based upon information accessed or viewed by the user and outputting the selected information to the user. The information selected and output to the user may be of various types including electronic text information, news information, advertising information, public information, audio information, video information, multimedia information, images, and other types of information and combinations thereof.

FIG. 1 is a simplified block diagram of a distributed system for targeting information to users according to an embodiment of the present invention. As shown in FIG. 1, system 100 comprises a plurality of computer systems including one or more content provider systems (CPSs) 104, a server system 112, and one or more user systems 102. Server system 112 and CPSs 104 are coupled to communication network 106 via communication links 108. A database 110 may also be locally or remotely coupled to server 112. User systems 102 may be coupled directly to communication network 106 (e.g. user system 102-3) via communication links 108 or may alternatively be coupled to a server system 112 via communication links 108 (e.g. user systems 102-1 and 102-3).

Distributed system 100 depicted in FIG. 1 is merely illustrative of an embodiment incorporating the present invention and does not limit the scope of the invention as recited in the claims. One of ordinary skill in the art would recognize other variations, modifications, and alternatives.

Communication network 106 provides a mechanism allowing the various computer systems depicted in FIG. 1 to communicate and exchange information with each other. Communication network 106 may itself be comprised of many interconnected computer systems and communication links. While in one embodiment communication network 106 is the Internet, in other embodiments, communication network 106 may be any suitable computer network including a local area network (LAN), a wide area network (WAN), a wireless network, an intranet, a private network, a public network, a switched network, and the like.

Communication links 108 may be hardwire links, optical links, satellite or other wireless communications links, wave
propagation links, or any other mechanisms for communication of information. Various communication protocols may be used to facilitate communication between the various systems shown in FIG. 1. These communication protocols may include TCP/IP, HTTP and HTML protocols, extensible markup language (XML), wireless application protocol (WAP), vendor-specific protocols, customized protocols, and others.

Users may use user systems 102 to request and view information stored within distributed network 100. The term “users” as used in this application may refer to one or more human beings interacting with an user system 102, one or more processes executing on user system 102, systems or devices coupled to user systems 102, and other like entities which may access information via user system 102.

As indicated above, the information stored within distributed network 100 may be organized in the form of documents and the user may access the documents via user system 102. For example, in the WWW environment, the information is organized in the form of web pages that may be accessed by the user via a browser program executing on user system 102. Several different types of documents may be accessed by the user including documents created using word processor programs, multimedia documents, spreadsheets, electronic mail (email) documents, text documents, images or graphics file, audio files, video files, or other types of documents and combinations thereof. These documents may be accessed by the user via programs such as a word processor, an e-mail program, a text editor, a browser, and other like applications executing on user system 102. In general, the term “access program” will be used throughout this application to refer to a program or application which executes on user system 102 (or on devices coupled to user system 102) and which is used by a user of user system 102 to access documents or other information stored locally by user system 102 or stored by the various components of distributed system 100.

Information targeted for a user according to the teachings of the present invention may also be output to the user via user system 102. According to an embodiment of the present invention, the targeted information is output to the user without requiring any specific user input or interaction. The selected information may be presented to the user using several different techniques. According to an embodiment of the present invention, the selected information is presented to the user in a specially designated area (hereinafter referred to as the “selected information display area”) of an access program executing on user system 102. One or more “selected information display areas” may be provided on an access program for displaying or outputting the selected information. The selected information display areas provide consistent, unobtrusive access to the selected information. The selected information may also be output to the user via audio and/or video output devices coupled to user system 102.

A user system 102 typically operates as a client requesting information from servers coupled to distributed network 100. It should however be apparent that a particular user system 102 may act both as a client or a server depending on whether the user system is requesting or providing information.

Content provider systems 104 are configured to store information that may be requested and accessed by users of user systems 102. As indicated above, content provider systems 104 may store the information in the form of documents. For example, content provider systems 104 may host web sites that may store web pages that may be accessed by the users. In a specific embodiment of the present invention, a content provider system 104 may receive a web page request from a user system, and in response, the content provider system may determine the requested web page and forward the requested web page to the requesting user system 102. For user systems coupled to communication network 106 via server system 112, the request web page may be communicated to the requesting user system via server system 112.

According to the teachings of the present invention, content provider systems 104 may also provide information (hereinafter referred to as “selection base information”) from which the information to be targeted to a particular user is selected. According to an embodiment of the present invention, the selection base information is stored by the content provider systems and made accessible to server 112 that performs the selection process. Alternatively, the selection base information may be communicated by the content provider systems to server 112 and stored by server 112. The selection base information may be stored and communicated to server system 112 in various forms such as a digital document, as a data structure, as a database, etc.

According to an embodiment of the present invention, server system 100 is configured to perform processing to select information from the selection base information to be targeted to users of user systems 102 based upon information accessed or viewed by the users. As indicated above, the user systems may be directly coupled to communication network 106 or may be coupled via communication network 106 via server system 112. For user systems that are coupled to the communication network via a server system, the selection of information may be performed by the server system. For user systems which are not coupled to a server system (e.g. user system 102-3), the information selection may be performed by the user system itself (computer system acts both as a user system and as a server system) or by a server system remotely coupled to the user system via communication network 106.

In order to facilitate selection of the information to be provided to users, server system 112 is configured to monitor information or documents accessed or viewed by the users. Based upon the document(s) viewed/accessed by the users, server 112 selects information that is likely to be relevant to the users from selection base information provided to or made accessible to server system 112.

Server system 112 may use several different techniques to determine and select information which may be of interest to a particular user and which is to be provided to the particular user. According to a first technique, the selection may be performed using a "concept-based" selection technique wherein server system 112 determines if the contents of the document(s) viewed/accessed by the particular user are relevant to concepts of interest to the user and then uses the relevant concepts to determine information from the selection base information to be provided to the user.

Information related to concepts of interest for a particular user may be provided by the user and stored in a user profile file accessible to server system 112. In alternative embodiments of the present invention, the user profile information may be automatically generated by server system 112 based upon the particular user’s interactions with user system 102 and based upon information accessed by the user via user system 102. For example, server 112 may analyze the URLs associated with web pages accessed by the user via user system 102 to determine information related to web sites accessed by the user and use that information to determine concepts of interest to the user. Server 112 may also analyze
the contents of web pages accessed by the user. Server 112 may also monitor "web channels" that a user peruses and use that information to build a user profile. Other information related to the particular user accessible to server system 112, e.g., demographic information related to user, etc., may also be used to build a user profile for the particular user.

According to another technique, server system 112 compares the contents of the document(s) viewed/accessed by the user with the contents of the selection base information and determines information from the selection base information to be provided to the user based upon the results of the comparison. Several other techniques may also be used by server system 112 to select information to be presented to the user. Server system 112 may also use a plurality of selection techniques and then combine the results of the plurality of selection techniques to determine information to be presented to the user. Further details related to techniques used by server system 112 to select information to be provided to the user are described below.

Information used by server system 112 for the information selection process may be stored in database 110 that is coupled either locally or remotely to server 112. For example, information 110-a related to concepts of interest to a user, information related to documents viewed by the user 110-b, selection base information 110-c, etc. may be stored in database 110. Other information 110-d used by server 112 may also be stored by server 112.

FIG. 2 is a simplified block diagram of a computer system 200 according to an embodiment of the present invention. Computer system 200 may be used as user (or client) system 102, a content provider system 104, a server system 112, and any other system included in distributed network 100. As shown in FIG. 2, computer system 200 includes at least one processor 202, which communicates with a number of peripheral devices via a bus subsystem 204. These peripheral devices may include a storage subsystem 206, comprising a memory subsystem 208 and a file storage subsystem 210, user interface input devices 212, user interface output devices 214, and a network interface subsystem 216. The input and output devices allow user interaction with computer system 200. As previously indicated, a user may be a human user, a device, a process, another computer, and the like. Network interface subsystem 216 provides an interface to other computer systems and to communication network 106.

Bus subsystem 204 provides a mechanism for letting the various components and subsystems of computer system 200 communicate with each other as intended. The various subsystems and components of computer system 200 need not be at the same physical location but may be distributed at various locations within network 100. Although bus subsystem 204 is shown schematically as a single bus, alternative embodiments of the bus subsystem may utilize multiple busses.

User interface input devices 212 may include a keyboard, pointing devices such as an optical tablet, a mouse, trackball, touchpad, a graphics tablet, a scanner, a barcode scanner, a touchscreen incorporated into the display, audio input devices such as voice recognition systems, microphones, and other types of input devices. In general, use of the term "input device" is intended to include all possible types of devices and ways to input information using computer system 200.

User interface output devices 214 may include a display subsystem, a printer, a fax machine, or non-visual displays such as audio output devices. The display subsystem may be a cathode ray tube (CRT), a flat-panel device such as a liquid crystal display (LCD), or a projection device. The display subsystem may also provide non-visual display such as via audio output devices. In general, use of the term "output device" is intended to include all possible types of devices and ways to output information from computer system 200.

Storage subsystem 206 may be configured to store the basic programming and data constructs that provide the functionality of the present invention. For example, according to an embodiment of the present invention, software modules implementing the functionality of the present invention may be stored in storage subsystem 206. These software modules may be executed by processor(s) 202 of computer system 200. In a distributed environment, the software modules may be stored on a plurality of computer systems and executed by processors of the plurality of computer systems. Storage subsystem 206 may also provide a repository for storing various databases that may be used by the present invention. Storage subsystem 206 may comprise memory subsystem 208 and file storage subsystem 210.

Memory subsystem 208 may include a number of memories including a main random access memory (RAM) 218 for storage of instructions and data during program execution and a read only memory (ROM) 220 in which fixed instructions are stored. File storage subsystem 210 provides persistent (non-volatile) storage for program and data files, and may include a hard disk drive, a floppy disk drive along with associated removable media, a Compact Digital Read Only Memory (CD-ROM) drive, an optical drive, removable media cartridges, and other like storage media. One or more of the drives may be located at remote locations on other connected computers.

Computer system 200 itself can be of varying types including a personal computer, a portable computer, a workstation, a computer terminal, a network computer, a mainframe, a kiosk, a personal digital assistant (PDA), a communication device such as a cell phone, or any other data processing system. Due to the ever-changing nature of computers and networks, the description of computer system 200 depicted in FIG. 2 is intended only as a specific example for purposes of illustrating the preferred embodiment of the computer system. Many other configurations of a computer system are possible having more or fewer components than the computer system depicted in FIG. 2. Computer system 200 may function as a client or a server, or combinations thereof.

FIG. 3 is a simplified high-level flowchart 300 showing a method of providing targeted information to the user according to an embodiment of the present invention. Flowchart 300 depicted in FIG. 3 is merely illustrative of an embodiment incorporating the present invention and does not limit the scope of the invention as recited in the claims. One of ordinary skill in the art would recognize other variations, modifications, and alternatives. According to an embodiment of the present invention, server 112 performs steps 302, 302, 306, 308, 310, and 312, and user system 102 performs step 314. Software code modules executed by server 112 may implement the method. Hardware modules of server 112 and user system 102 in conjunction with the software modules may also implement the method.

As shown in FIG. 3, the method is initiated when server 112 identifies a document (or documents) that is accessed or view by a user of user system 102 (step 302). As previously indicated, the document may be of different formats including a web page, a word-processor document, an email message, a spreadsheet, and the like. The document may be accessed or viewed by the user using an access program.
executing on user system 102. For the embodiment depicted in FIG. 3, and for sake of simplicity, the invention has been described assuming that the selection is based upon a single document being viewed or accessed by a user using user system 102. However, the scope of the present invention is not restricted to analysis of a single document. According to the teachings of the present invention, the selection of information may be performed based on analysis of a plurality of documents or information viewed or accessed by the user presently and in the past.

After identifying the document viewed or accessed by the user, server system 112 then determines one or more sections of the document to be analyzed (step 304). Server system 112 may be configured to analyze the entire document, including sections of the document not viewed by the user, or alternatively, server system 112 may be configured to analyze specific sections of the document. According to an embodiment of the present invention, server system 112 may be configured to only analyze the section of the document that is viewed by the user using the access program. Alternatively, server system 112 may be configured to analyze other sections of the document such as the title section of the document, the summary section of the document, specific headings or sub-headings within the document, specific paragraphs within the document, and the like, and combinations thereof. According to an embodiment of the present invention, the sections of the document to be analyzed are user configurable.

Server system 112 then extracts information objects from the section(s) of the document determined in step 304 (step 306). In general, the term “information object” is meant to refer to an entity (e.g. a data structure, an object, etc.) which stores information of a particular type. The types of information may include text, audio, video, images, and the like. For example, a text information object stores information of type text, an audio information object (e.g. a MP3 object) stores audio information, a video information object (e.g. a MPEG video object) stores video information, an image information object (e.g. a GIF object, a JPEG object) stores image information, and the like.

One or more information objects may be embedded in the document viewed or accessed by the user. For example, information objects which may be embedded in a web page may include text objects, graphics objects, audio and video content objects, multimedia objects, software program objects, hypertext link objects, and the like. As part of the processing performed in step 306, server system 112 extracts information objects embedded in the section of the document to be analyzed and build one or more information objects of the appropriate type based on the extracted content information. For purposes of this application, an information object extracted from a document viewed or accessed by a user or generated based upon content extracted from a document viewed/accessed by the user will be referred to as a “user document information object” (or UDIO in short). The UDIOs extracted in step 306 may be stored in database 110 accessible to server system 112. Server system 112 also extracts (or generates) information objects from the selection base information provided by content provider systems 104. An information object extracted from the selection base information or generated based upon content from the selection base information will be referred to as a “content provider information object” (or CPIO in short). Extraction of CPIOs may be performed when server system receives the selection base information from one or more content provider systems. In alternative embodiments, the content provider systems may provide the CPIOs to the server system, in which case server system 112 does not have to perform the extraction. According to an embodiment of the present invention, the CPIOs are stored in database 110 coupled to server system 112. In alternative embodiments of the present invention, the CPIOs may be stored by the content provider systems and accessed by server system 112 via communication network 106.

The UDIOs extracted in step 306 are then analyzed to determine information related to the contents of the extracted UDIOs (step 308). Based upon information obtained from analyzing the UDIOs in step 308 and based upon information related to CPIOs accessible to server system 112, server 112 then selects one or more CPIOs to be provided to the user (step 310). Server system 112 may employ several different selection techniques to select the CPIOs in step 310. Further details related to techniques employed in specific embodiments of the present invention are provided below.

The CPIOs selected in step 310 are then communicated to user system 102 (step 312). Various communication protocols may be used to communicate the selected CPIOs to the user system. The information stored by the selected CPIOs is then output to the user at the user system (step 314). As discussed above, various techniques may be used to output the information contained in the selected CPIOs to the user. According to an embodiment of the present invention, the information contained in the selected CPIOs is output to the user in one or more “selected information display areas” provided on an access program which the user uses to view/access the document identified in step 302. The selected information may also be output to the user via audio and/or video output devices coupled to user system 102.

FIG. 4 is a simplified high-level flowchart showing processing performed in step 308 of FIG. 3 according to an embodiment of the present invention. FIG. 4 is merely illustrative of an embodiment incorporating the present invention and does not limit the scope of the invention as recited in the claims. One of ordinary skill in the art would recognize other variations, modifications, and alternatives.

As shown in FIG. 4, server system 112 determines the “type” or “class” of each UDIO extracted (or generated) in step 306 of FIG. 3 (step 402). The class or type of an information object depends on the type of information contained or stored by the information object. For example, a UDIO which stores or contains text information is of type “text”, a UDIO which stores or contains audio information is of type “audio”, a UDIO which stores or contains video information is of type “video”, a UDIO which stores or contains image information is of type “image”, and so on. The type or class of an information object thus indicates the type of content or information stored or contained by the information object.

For each UDIO, server system 112 then determines content recognition techniques to be applied to the UDIO based upon the class of the UDIO determined in step 402 (step 404). For each UDIO, the content recognition techniques determined for the UDIO in step 404 are then applied to the UDIO to determine the contents of the UDIO (step 406). Various types of content recognition techniques may be used based upon the type of a UDIO. For example, for an audio UDIO (e.g. a sound clip), voice recognition techniques (e.g. ViaVoice voice recognition program) may be applied to generate a text transcript corresponding to the sound clip.
Content recognition techniques applied to an audio UDIO may also determine attributes of the sound source(s) in the audio UDIO. For example, the content recognition techniques may determine the identity of the speaker(s) in the sound clip. Content recognition techniques applied to a video UDIO (e.g., a video clip) may determine keyframes from the video. Audio recognition techniques may also be applied to a video UDIO to generate a text transcript corresponding to the audio associated with the video. Other content recognition techniques may determine the contents of the video and the context of the events depicted by the video. For example, a particular content recognition technique may determine the entities depicted in the video clip (e.g., determine that the entities are human, animals, machines, etc. and information associated with the entities) and the context of the video, e.g., identify the locations depicted in the video object (e.g., geographical locations such as London, Paris, The White House, a field, a battleground, a specific opera, etc.), time line for the information included in the video UDIO (e.g., Year 2000 U.S. Elections, the 1999 Super Bowl, the dinosaur age, etc.), and other contexts. For image objects, optical character recognition (OCR) techniques may be used to determine the contents of the image. For text objects, a copy of the textual information may be obtained. Various other content recognition techniques may also be used to determine the contents of the UDIOs.

For each extracted UDIO, the type information associated with the UDIO (determined in step 402), and information related to the contents of the UDIO (determined in step 406) is stored for future processing (step 408). According to an embodiment of the present invention, the information is stored in database 110 coupled to server system 112. Processing then continues with step 310 in FIG. 3.

Server system 112 may also use the processing steps shown in FIG. 4 to determine the contents of CPIOs extracted from (or generated from) the selection base information. This processing may be performed when the server system receives the CPIOs or when the CPIOs are extracted from the selection base information. For each CPIO, the type information associated with the CPIO, and information related to the contents of the CPIO may be stored in database 110 coupled to server system 112 for future processing.

FIG. 5 is a simplified high-level flowchart showing processing performed in step 310 of FIG. 3 according to an embodiment of the present invention. As shown in FIG. 5, server 112 identifies one or more selection techniques to be used for selecting the CPIOs to be provided to the user (step 502). Several different selection techniques may be used in accordance with the present invention. According to a specific embodiment of the present invention, a "concept-based" selection technique and an "object class-based" selection technique are used to identify CPIOs to be presented to the user. Details related to the concept-based and class-based selection techniques are provided below. According to specific embodiments of the present invention, the user of the present invention may specify and/or configure the selection techniques to be used for selection of CPIOs.

Server 112 then applies each selection technique identified in step 502 to determine relevancy between the CPIOs and the UDIOs for each selection technique (step 504). The results of the various selection techniques applied in step 504 are then combined to generate a single "final" list of one or more selected CPIOs objects to be communicated to user system 102 (step 506). The single "final" list of selected CPIOs is then communicated to user system 102 according to step 312 in FIG. 3.

In alternative embodiments of the present invention, instead of combining the results from the various selection techniques into one single "final" list of CPIOs, server system 112 may be configured to communicate the CPIOs selected using the various selection techniques to user system 102. In this embodiment, for each selection technique, server system 112 communicates a list of selected CPIOs to the user system along with information identifying the selection technique used for selecting the CPIOs. User system 102 may then output information contained by CPIOs in the various lists received from the server system along with information indicating the technique used for selecting the CPIOs in the lists.

According to an embodiment of the present invention, the user is allowed to select whether the CPIOs lists generated in step 504 by applying the various selection techniques are to be combined (as shown in FIG. 5) or whether the lists themselves are to be communicated to user system 102. In alternative embodiments of the present invention, the user may also be allowed to selectively chose which lists from those generated in step 504 are to be communicated to user system 102.

As indicated above, according to a specific embodiment of the present invention, a "class-based" selection technique and a "concept-based" selection technique are used for selecting CPIOs to be communicated to user system 102. FIG. 6 depicts a simplified high-level flowchart 600 showing a method of selecting CPIOs using a class-based selection technique and a concept-based selection technique according to an embodiment of the present invention. Flowchart 600 depicted in FIG. 6 is merely illustrative of an embodiment incorporating the present invention and does not limit the scope of the invention as recited in the claims. One of ordinary skill in the art would recognize other variations, modifications, and alternatives. Steps 602, 604, and 606 depict processing performed according to the concept-based selection technique, while steps 610 and 612 depict processing performed according to the class-based selection technique.

As shown in FIG. 6, the concept-based selection technique is initiated when server system 112 determines concepts of interest to the user (step 602). As indicated above, information related to concepts of interest to the user (or "user concepts information") may be stored in a user profile file accessible to server system 112. A concept identifier may identify each concept of interest to a user. One or more keywords or key phrases may be associated with each concept (as identified by the concept identifier). A probability value may be associated with each keyword or key phrase indicating the probability that the concept as identified by the concept identifier is discussed given the presence of the keyword or key phrase. For example, a user may be interested in a concept called "Football" and the keywords associated with the concept may include "San Francisco 49ers," "Joe Montana," "Super Bowl," and the like. Probability values may be associated with the keywords.

As described above, according to an embodiment of the present invention, a concept of interest to the user may be represented as follows:

Concept=(Concept Identifier, <Keywords_and_probabilities>)
where:
- Concept_identifier identifies the concept, and <Keywords_and_probabilities> is a vector of keywords (or key phrases) and probability values associated with the keywords indicating the probability that the concept as identified by the concept identifier is discussed given the presence of the keyword.

A particular concept may be further divided in sub-concepts that in turn be divided in sub-sub-concepts, and so on. According to a specific embodiment of the present invention, a Bayesian belief network may be used to represent user concepts information. For a description of a specific embodiment of a Bayesian network, please refer to U.S. patent application Ser. No. 08/995,616, entitled, "AUTOMATIC ADAPTIVE DOCUMENT HELP SYSTEM" filed Dec. 22, 1997, the entire contents of which are herein incorporated by reference for all purposes.

The user concepts information may be configured by the user or may be alternatively be automatically compiled by server system 112 by monitoring the user’s interactions with the user system and by monitoring information accessed by the user. Several tools may be provided to configure the contents of the user profile. One such user profile editor is described in U.S. patent application Ser. No. 08/995,616.

Referring back to FIG. 6, for each UDIO, server system 112 then determines a degree of relevancy of the UDIO to each concept of interest to the user determined in step 602 (step 604). According to an embodiment of the present invention, the output of step 604 may be represented by a table such as Table 1 shown below:

<table>
<thead>
<tr>
<th>UDIO</th>
<th>C1</th>
<th>R11</th>
</tr>
</thead>
<tbody>
<tr>
<td>UDIO1</td>
<td>C2</td>
<td>R12</td>
</tr>
<tr>
<td></td>
<td>Cm</td>
<td>R1m</td>
</tr>
<tr>
<td>UDIO2</td>
<td>C1</td>
<td>R21</td>
</tr>
<tr>
<td></td>
<td>C2</td>
<td>R22</td>
</tr>
<tr>
<td></td>
<td>Cm</td>
<td>R2m</td>
</tr>
<tr>
<td>UDIO3</td>
<td>C1</td>
<td>R31</td>
</tr>
<tr>
<td></td>
<td>C2</td>
<td>R32</td>
</tr>
<tr>
<td></td>
<td>Cm</td>
<td>R3m</td>
</tr>
</tbody>
</table>

where:
- "Cm" indicates the mth user concept of interest to the user.
- "Rim" indicates the degree of relevancy of UDIO to user concept Cm.

Several different techniques may be used by server system 112 to determine the degree of relevancy. According to one technique, server 112 may compare the content information associated with a UDIO with the keywords and their associated probability values ("<Keywords_and_probabilities>") associated with the concept and determine the degree of relevancy based upon the comparison. Other techniques to determine the degrees of relevancy have been described in U.S. patent application Ser. Nos. 08/995,616, 09/636,039, 09/483,092, and 09/483,094, the entire contents of which have been incorporated by reference for all purposes. Several other techniques known to those of skill in the art may also be used to determine the degrees of relevancy.

Server system 112 may build a table similar to Table 1 for CPIOs. The table built for CPIOs (as shown in Table 2) may store degree of relevancy information for the CPIOs as they relate to each concept of interest to the user. Server system 112 may build the CPIO relevance table after contents for the CPIOs have been determined using one or more content recognition techniques.

<table>
<thead>
<tr>
<th>CPIO</th>
<th>Concept of interest to the User</th>
<th>Degree of relevancy to the concept of interest</th>
</tr>
</thead>
<tbody>
<tr>
<td>CPIO1</td>
<td>C1</td>
<td>R11</td>
</tr>
<tr>
<td>CPIO2</td>
<td>C2</td>
<td>R12</td>
</tr>
<tr>
<td>...</td>
<td>...</td>
<td>...</td>
</tr>
<tr>
<td>CPIO1</td>
<td>Cm</td>
<td>R1m</td>
</tr>
<tr>
<td>CPIO2</td>
<td>C1</td>
<td>R21</td>
</tr>
<tr>
<td>...</td>
<td>...</td>
<td>...</td>
</tr>
<tr>
<td>CPIO1</td>
<td>Cm</td>
<td>R2m</td>
</tr>
</tbody>
</table>

where:
- "Cm" indicates the mth concept of interest
- "Rim" indicates the degree of relevancy of CPIO to user concept Cm.

Based upon the information contained in the UDIO relevance table (e.g. Table 1) and the CPIO relevance table (e.g. Table 2), for each CPIO, server system 112 determines the degree of relevancy (or a relevance score) of the CPIO to each UDIO as it relates to a particular user concept of interest (i.e. the server determines the degree of relevancy of a CPIO to a UDIO, Concept pair) (step 606). According to an embodiment of the present invention, the degree of relevancy of a CPIO may be calculated for only those UDIOs whose degree of relevancy ("R" shown in Table 1) to a particular user concept of interest is above a user-configurable threshold value. This helps to reduce the amount of processing performed by server 112.

According to an embodiment of the present invention, the output of step 606 may be represented by Table 3 shown below:
Indicates the total number of concepts of interest to the user.

The value of RR may be expressed as the value of Rkj in Table 2 (i.e. the degree of relevancy of aUDO to user concept Cj). The degree of relevancy value may be zero if the relationship between aUDO and a user concept of interest is not relevant to the user.

This value may be zero if a particular CPIO is not relevant to a particular user concept of interest as it relates to a particular user concept of interest. According to the present invention, the value of RR may be based on the value of Rk in Table 2 (i.e. the degree of relevancy of aUDO to a particular user concept of interest).

The list of CPIOs for each UDO as it relates to a particular user concept of interest may be ranked or ordered based upon the degrees of relevancy of the CPIOs (i.e. based on the value of RR). Several techniques may be used by server 112 to determine the relevancy of CPIOs to a particular UDO as it relates to a particular user concept of interest. According to a one technique, a simple linear combination technique may be used. According to the linear combination technique, the value of RR may be expressed as follows:

\[ RR = \sum W_k R_k \]

where:
- \( W_k \) Denotes a weight indicating the degree of relevancy of CPIOk to UDO as it relates to user concept of interest Cj.
- \( R_k \) Denotes a value indicating the degree of relevancy of CPIOk to user concept of interest Cj.

Several other techniques known to those of skill in the art may also be used to determine the degrees of relevancy. A few such techniques have been described in U.S. patent application Ser. Nos. 08/995,616, 09/636,039, 09/483,092, and 09/483,094, the entire contents of which have been incorporated by reference for all purposes.

According to an embodiment of the present invention, the list of CPIOs along with their relevancy information may then be used for further processing according to step 616 described below wherein the results generated by the various selection techniques are combined to generate a single “final” list of one or more CPIO objects which is then communicated to the user system used by the user.

According to an alternative embodiment of the present invention, instead of communicating a single CPIO list, the lists generated by the various selection techniques may be communicated to the user system. In this embodiment, for each selection technique, server system 112 selects one or more CPIOs based on the relevancy information generated for the CPIOs using the particular selection technique (step 608). Various techniques may be used by server 112 to perform the selection of CPIOs. According to one technique, the selection is based on the degree of relevancy of the CPIOs to each UDO as it relates to a particular user concept of interest, i.e. the selection is based on the value of “RR” shown in Table 3. Server system 112 may be configured to select only those CPIOs whose “RR” value is above a user-configurable threshold value. According to another technique, server system may be configured to select CPIOs based on the “RR” value and also based on the degree of relevancy of the UDOs to the user concepts of interest (i.e. based on the value of “R” shown in Table 1 and 2). Other techniques may use other criteria for selection of the CPIOs. It should be apparent that various other selection techniques known to those skilled in the art may also be used in accordance with the present invention. The CPIOs selected in step 608 may then be communicated to user system 102 according to step 312 in FIG. 3.

As previously indicated, server 112 may also select CPIOs using a “class-based” or “type-based” selection technique as denoted by steps 610 and 612 in FIG. 6. As shown in FIG. 6, the class-based selection technique is initiated when server system 112 determines one or more comparison techniques to be applied to each UDO based upon the class of the UDO (step 610). As described above, the class or type of an information object indicates the type of content or information stored by the information object, and is usually determined when the information object is extracted (or generated). For example, class information for the UDOs is determined in step 402 of FIG. 4.

In general, a comparison technique enables comparison between the content stored by the information objects. As previously described, various content recognition techniques may be applied to determine the content information of each information object. For example, according to an embodiment of the present invention, the content information for an UDO is determined in step 406 of FIG. 4.
or more comparison techniques may be provided for each information object class. Accordingly, the comparison techniques determined by server 112 in step 610 to be applied to an UDIO depend on the type of the UDIO. Using a comparison technique, the server system compares contents of an UDIO with contents of a CPIO to determine the relevancy (a degree of relevancy or a relevance score) of the CPIO to the UDIO. Information related to the comparison techniques for the various classes may be stored in database 110.

Table 4 shown below provides examples of classes and comparison techniques corresponding to the classes according to an embodiment of the present invention.

<table>
<thead>
<tr>
<th>Class</th>
<th>Corresponding Comparison Techniques</th>
</tr>
</thead>
<tbody>
<tr>
<td>Text</td>
<td>(1) Text comparison techniques</td>
</tr>
<tr>
<td>Image</td>
<td>(1) Text comparison techniques</td>
</tr>
<tr>
<td>Audio</td>
<td>(2) Techniques which determine similarity between images</td>
</tr>
<tr>
<td>Video</td>
<td>(1) Text comparison techniques</td>
</tr>
<tr>
<td></td>
<td>(2) Techniques which determine similarity between keyframes</td>
</tr>
<tr>
<td></td>
<td>(3) Text comparison techniques which compare transcript(s) of associated audio</td>
</tr>
<tr>
<td></td>
<td>(4) Sound source comparison techniques</td>
</tr>
<tr>
<td></td>
<td>(5) Sound similarity comparison techniques</td>
</tr>
<tr>
<td></td>
<td>(6) Video similarity comparison techniques</td>
</tr>
</tbody>
</table>

As shown in Table 4, for a text class object, text comparison techniques may be used which compare the text associated with a text information object with text associated with other information objects. For example, for a text UDIO, text comparison techniques may compare the text associated with the UDIO with text associated with a CPIO.

For an image object, text comparison techniques, image similarity techniques, and other techniques known to those skilled in the art may be used. A text comparison technique compares the text associated with an image object with text associated with other information objects. For example, for an image UDIO, text comparison techniques may compare the text associated with the image UDIO with text associated with a CPIO. Image similarity techniques determine similarity between images associated with the information objects. For example, for an image UDIO, image similarity technique compares the image associated with the image UDIO with images associated with CPIOs. Virage, Inc. of San Mateo, Calif., provides an image similarity application that may be used to compare images.

For an audio information object, text comparison techniques, sound source comparison techniques, sound similarity techniques, and other techniques known to those skilled in the art may be used. Text comparison techniques compare the text transcripts associated with an audio information object with text associated with other information objects. For example, for an audio UDIO, text comparison techniques may compare the text transcript associated with the audio UDIO with text associated with a CPIO. Sound source comparison techniques and sound similarity techniques compare sources of the audio signals stored by an audio information object. For example, a sound source comparison technique may compare the audio signals of an audio UDIO with the audio signals of an audio CPIO to determine the degree of similarity of the audio sources.

All of the comparison techniques associated with a text information object, an image information object, and an audio information object, along with video comparison techniques may be applied to compare video information objects. For example, text comparison techniques may be used to compare text transcripts associated with a video information object, image comparison techniques may be used to compare images or keyframes associated with a video information object (e.g. applications provided by Virage, Inc. which compare similarity between video frames), and audio comparison techniques may be used to compare audio signals associated with the video information object. Video comparison techniques may also be used to compare video signals associated with the video object. The above-mentioned comparison techniques for a video information object may be used to compare a video UDIO and other CPIOs.

It should be apparent that the scope of the present invention is not limited to the techniques shown in the Table 4. Various other comparison techniques known to those skilled in the art may also be used to compare the contents of information objects (including various other types of information objects not shown in Table 4).

Referring back to FIG. 6, for each UDIO, each comparison technique associated with the type of the UDIO and determined in step 610 is applied to determine relevancy scores between the UDIO and the CPIOs (step 612). Accordingly, for a particular UDIO, the output of step 612 may comprise a list of CPIOs for each comparison technique and a relevancy score indicating the relevancy of each CPIO and the particular UDIO for a particular matching technique. According to an embodiment of the present invention, the output of step 612 may be stored in a table such as Table 5 shown below:

<table>
<thead>
<tr>
<th>UDIO</th>
<th>Class</th>
<th>Comparison Techniques</th>
<th>List of relevant CPIOs and relevancy scores</th>
</tr>
</thead>
</table>
| UDIO_1 | X | Technique #1 | CPIO_1, RR_111, CPIO_2, RR_211, ...
|       |      | Technique #2 | CPIO_1, RR_112, CPIO_2, RR_212, ...
| UDIO_2 | Y | Technique #1 | CPIO_1, RR_111, CPIO_2, RR_211, ...
|       |      | Technique #2 | CPIO_1, RR_112, CPIO_2, RR_212, ...

... | ... | ... | ... |
| UDIO_n | X | Technique #1 | CPIO_1, RR_111, CPIO_2, RR_211, ...
|       |      | Technique #2 | CPIO_1, RR_112, CPIO_2, RR_212, ...

where:

"RR" indicates a degree of relevancy of CPIOs to UDIO determined by applying comparison technique "Y" (Technique #Y).

In the embodiment shown above, Table 5 comprises four columns. The first column identifies a UDIO (e.g. UDIO_1 indicates the first user document information object). The second column indicates the class or type of the UDIO identified in first column (e.g. UDIO_1 is of class "X," UDIO_2 is of class "Y," and UDIO_n is also of class "X."). The third column identifies the comparison techniques corresponding to the class identified in the second column (e.g. two comparison techniques are associated with class "X," namely technique #1 and technique #2; three comparison techniques apply to class "Y," namely techniques #1, #4, and #5, and so on). For each comparison technique identified
in the third column, the fourth column contains a list of CPIOs and relevancy scores of the CPIOs to the UDIO object (identified in the first column) determined by applying the comparison technique identified in the third column.

Several different techniques may be used by the present invention to determine the RRR scores. According to a specific technique, for each UDIO of a given class, server 112 applies a comparison technique associated with the class of the UDIO to each CPIO which has a similar comparison technique associated with it. For example, for a text UDIO, a text comparison technique associated with the text class can be applied to image CPIOs, audio CPIOs, video CPIOs, and CPIOs of other types which have a text comparison technique associated with them to compare the text transcripts associated with the information objects. An UDIO of a first class and a CPIO of a second class (which may or may not be the same class as the first class) are said to be compatible for a particular comparison technique if that particular comparison technique is associated with the first and the second class. Accordingly, if a UDIO is a text object then it is compatible with CPIOs of classes that have a corresponding text comparison technique. For example, if a UDIO is of type image, and an image-similarity comparison technique is being used, then image CPIOs and video CPIOs are compatible since there is a corresponding image similarity comparison technique associated with the image and video classes. For an audio UDIO, if a sound source comparison technique is being used, then CPIOs that are either audio or video objects are compatible since there is a corresponding sound source comparison technique associated with each of those classes. The compatibility of a UDIO and CPIO for a given comparison technique can be determined by consulting the information stored in Table 4.

For two compatible information objects, the relevance score $RRR$ generated by applying the particular comparison technique is associated with the CPIO for the particular UDIO and the particular comparison technique and stored in memory (e.g. in Table 5). For example, server 112 may use a sound source comparison technique to compare sound sources in an audio UDIO with sound sources in audio or video CPIOs. Using the sound source comparison technique, server 112 determines unique sound sources (e.g. speakers) by analyzing passages of speech data in the audio UDIO and compares each sound source to sound sources determined in the compatible CPIOs. For a particular compatible CPIO, when server 112 determines that a sound source in the UDIO occurs in the CPIO, a confidence score associated with the particular CPIO is incremented. After all the passages in the particular UDIO have been compared in this way to sound sources in the particular CPIO, the average confidence score for the particular CPIO is calculated by dividing the aggregated confidence score for the CPIO by the number of speakers identified in the particular UDIO. The average confidence score is output as the relevance RRR value of the particular CPIO to the UDIO for the sound source comparison technique.

According to an embodiment of the present invention, the above-described procedure may be described by the following pseudo-code:

```plaintext
If the UDIO and CPIO are not compatible for a given comparison technique (e.g. a text CPIO is not compatible with a video UDIO for a video comparison technique), the value of RRR associated with the CPIO may be set to zero.

Several other techniques known to those of skill in the art may also be used to determine the degrees of relevancy. Examples of other methods for determining the relevancy scores have been described in U.S. patent application Ser. Nos. 08/995,616, 09/636,039, 09/483,092, and 09/483,094, the entire contents of which have been incorporated by reference for all purposes.

According to an alternative embodiment of the present invention, instead of communicating a single CPIO list, the results of the various selection techniques may be communicated to the user system. In this embodiment, server system 112 selects one or more CPIOs based on the relevancy information generated for the CPIOs (step 614). Various techniques may be used by server 112 to select the CPIOs. According to one technique, the selection is based on the degree of relevancy of the CPIOs to each UDIO for a particular comparison technique, i.e. the selection is based on the value of “RRR” shown in Table 5. Server system 112 may be configured to select only those CPIOs whose “RRR” value is above a user-configurable threshold value. Other techniques may use other criteria for selection of the CPIOs. It should be apparent that various other selection techniques may also be used in accordance with the present invention. The CPIOs selected in step 614 may then be communicated to user system 102 according to step 312 in FIG. 3.

As described above, according to an embodiment of the present invention, the results of one or more selection techniques (such as class-based selection techniques and concept-based selection techniques) are combined to form a single “final” list of CPIOs (step 516) which is then communicated to user system 102 according to step 312 in FIG. 3. According to the teachings of the present invention, various combination techniques may be used by server 112 to combine the various CPIOs into one “final” list. Each combination technique takes as input CPIOs and their associated relevancy information (relevancy scores) generated by applying the various selection techniques, and outputs a single list of, possibly ranked, one or more CPIOs. The CPIOs included in the single “final” list of CPIOs may be selected based upon criteria such as concepts of interest to the user, the context in which the user is viewing the user document, contents of the document (or sections thereof) viewed by the user, contents of the CPIOs, relevancy information, and the like. By appropriately configuring the combination technique, the class(es) of information objects may also be used as criteria for generating the final combined list

UDIO_Speakers = Speakers identified in audio UDIOs;
UDIO_Speakers = Number of Speakers in UDIO_Speakers;
CPIO_Speaker = Speaker identified in compatible CPIOs;
confidence_score = 0; //Initialize to zero
for each Speaker in UDIO_Speakers {
  By applying Technique#z determine if Speaker is included in CPIO_Speakers; if Speaker is included in CPIO_Speakers {
    confidence_score = confidence_score + 1;
  }
  RRRsys = confidence_score/UDIO_Speakers;
}
of CPIOs. The CPIOs included in the final single combined list of CPIOs are then communicated to user system 102 according to step 312 in FIG. 3.

According to an embodiment of the present invention, a “source-based” combination technique is used to combine the results of the various selection techniques to generate a single list of, possibly ranked, CPIOs. FIG. 7 is a simplified block diagram showing the inputs and outputs of a source-based combination technique according to an embodiment of the present invention. As shown in FIG. 7, the source-based combination technique 702 takes as input CPIOs and their associated relevancy information (scores) generated by one or more “sources”. Input 704 to combination technique 702 (as shown in FIG. 7) may be represented as follows:

Source#1→ListElement#1, ListElement#2, . . .
Source#2→ListElement#1, ListElement#2, . . .
Source#3→ListElement#1, ListElement#2, . . .

and so on wherein each ListElement comprises a CPIO and a value indicating the degree of relevance or relevance score of the CPIO to the source. For example, each list element may be represented as

ListElement<Sub>(CPIO<Sub>, Rel<Sub>)

where, ListElement<Sub>—indicates a ListElement belonging to a list corresponding to Source<Sub>.
CPIO<Sub>—identifies a CPIO; and
Rel<Sub>—indicates the relevance of CPIO<Sub> to Source<Sub>.

The combination technique 702 outputs a single (possibly ordered) list 708 of CPIOs based on user-configurable parameters 706 associated with the combination technique.

According to an embodiment of the present invention, each “source” identifies a UDIO and information related to a selection technique applied to the UDIO. Accordingly, a source may be represented as shown below according to an embodiment of the present invention:

Source<Sub>=(UDIO, SelectionMethodInfo)

where:
UDIO—Identifies a UDIO; and
SelectionMethodInfo—Identifies information about a selection technique (or a particular aspect of a selection technique) applied to the UDIO to generate the relevancy information for one or more CPIOs associated with the source.

For a concept-based selection technique described above, the SelectionMethodInfo field may identify a user concept. Accordingly, for a concept-based selection method, a source may be identified by a combination of an UDIO and a concept of interest to the user as follows:

Source<Sub>=(UDIO, UserConcept)

Examples of sources for a concept-based selection technique may include (UDIO#1, UserConcept="Travel in Paris"), (UDIO#1, UserConcept="Football"), (UDIO#2, "Presidential Elections"), and so on. For example, the first two columns of Table 3 in conjunction identify a source, and column four of Table 3 identifies CPIOs and associated relevancy scores included in the list elements associated with the source.

For a class-based selection technique, the SelectionMethodInfo field may identify the class of a particular UDIO and a particular comparison technique applied to the UDIO to generate CPIOs and their relevancy scores for the particular class of UDIO using the particular comparison technique. Accordingly, for a class-based selection method, a source may be represented by:

Source<Sub>=(UDIO, (Class_of_UDIO, SelectionTechnique))

Examples of sources generated by a class-based selection technique may include (UDIO#1, (Class="Text Object", ComparisonTechnique="Text comparison")), (UDIO#2, (Class="Audio Object", ComparisonTechnique="Sound source comparison")), (UDIO#2, (Class="Audio Object", ComparisonTechnique="Text comparison")), (UDIO#2, (Class="Video Object", ComparisonTechnique="Video comparison")), and the like. For example, the first three columns of Table 5 in conjunction identify a source, and column four of Table 3 identifies CPIOs and associated relevancy scores included in the list elements associated with the source.

Accordingly, for a source (UDIO, UserConcept) (i.e. a source for a concept-based selection technique for a particular UDIO as it relates to a particular user concept of interest), the Rel<Sub> value for each ListElement associated with the source indicates the relevance of a CPIO<Sub> to the UDIO and user concept indicated by the source (i.e. Rel<Sub> corresponds to the value of “RR”). For a source (UDIO, (Class_of_UDIO, ComparisonTechnique)) (i.e. a source for a class-based selection technique for a particular UDIO of a particular class and a comparison technique associated with the class), the Rel<Sub> value for each ListElement indicates the relevance of a CPIO to the UDIO of the type generated using the particular comparison technique (i.e. Rel<Sub> corresponds to the value of “RRR” depicted in Table 5).

As shown in FIG. 7, one or more user-configurable parameters 706 may be input to the combination technique to facilitate the combination process. These parameters 706 may include one or more “weighting factors” 706-a, thresholds 706-b, etc. A “weighting factor” may be associated with combination criterion, e.g., a weighting factor may be associated with a particular source to specify the importance of the particular source. For example, if the user would like to increase the chances of a CPIO for a particular source being selected in the “final” list, the user may associate a high weighting factor value with the particular source to emphasize the significance of the source. A threshold relevancy value may also be associated with combination criteria, e.g., a threshold may be associated with a particular source to indicate a minimum degree of relevancy value for a CPIO to be selected in the final single list. For example, a user may associate a first threshold with a first source, and as a result, only those CPIOs whose relevancy scores are above the first threshold and which are included in the list elements for the particular source will be selected for inclusion in the single “final” list.

Accordingly, weighting factors 706-a and thresholds 706-b allow a user to customize the manner in which combination technique 702 will select and possibly rank CPIOs in the final list of CPIOs. For example, by setting appropriate weighting factors and thresholds, the user may emphasize the significance of a particular source, emphasize the significance of a particular concept of interest to the user, emphasize the significance of a particular type of information object, and the like.

FIG. 8 is a simplified high-level flowchart showing processing performed during step 616 of FIG. 6 for generating a single “final” list of CPIOs according to an embodiment of the present invention. The flowchart depicted in FIG. 8 is merely illustrative of an embodiment incorporating the
present invention and does not limit the scope of the invention as recited in the claims. One of ordinary skill in the art would recognize other variations, modifications, and alternatives. According to an embodiment of the present invention, the method depicted in FIG. 8 is performed by modules executing on server system 112. These modules may include software modules, hardware modules, or combinations thereof.

As shown in FIG. 8, the method is initiated by initializing various variables that will be used for the computation (step 802). According to an embodiment of the present invention, these variables may include (a) an array "NumVotes" comprising "N" elements, where "N" is the total number of CPIOs, wherein each element of the array corresponds to a particular CPIO; (b) an array "WeightVotes" comprising "N" elements, wherein each element of the array corresponds to a particular CPIO; (c) an array of lists "SourcesVoting" comprising "N" elements where each element of the array points to a list of CPIOs; (d) a variable "d" which is initialized to the total number of sources to be processed; and (e) a counter variable "e" which is initialized to one and is used to traverse the sources.

The "NumVotes" array is used to record the number of times that a particular CPIO was considered to be included in the "final" single list of CPIOs. Accordingly, an element of array "NumVotes" corresponding to a particular CPIO indicates the number of times that the particular CPIO was considered to be included in the "final" single list of CPIOs. Each element of the "WeightVotes" array corresponds to a particular CPIO and accumulates the "weighting factor" as applied to the source for the particular CPIO. Each element of the "SourcesVoting" array corresponds to a particular CPIO and points to a list which indicates the sources which contributed to that particular CPIO.

After the various variables have been initialized, processing of the sources is then commenced. Server 112 determines if there are any unprocessed sources (step 804). This may be accomplished by checking if the value of the "d" variable is greater than the "#S" variable value. If the value of the "d" variable is greater than the value of the "#S" variable, it indicates that all the sources have been processed and processing continues with step 822. However, if the value of the "d" variable is not greater than the "#S" variable, it indicates the existence of unprocessed sources and processing continues with step 806. Accordingly, the "d" variable is used to traverse through the available sources and process them one at a time.

In step 806, the present invention selects a particular source (Sd) indicating the dth source for processing. Variables used for processing the list elements for the source Sd selected in step 806 are then initialized (step 808). According to an embodiment of the present invention, these variables may include (a) a variable "l" which is initialized to the number of elements (ListElements) in the list corresponding to source Sd; and (b) a counter variable "e" which is initialized to one and which is used to traverse the elements in the list corresponding to source Sd.

Server system 112 then determines if there are any unprocessed elements in the list of elements corresponding to the source (Sd) selected in step 806 (step 810). This may be accomplished by checking if the value of the "e" variable is greater than the "#L" variable value. If the value of the "e" variable is greater than the value of the "#L" variable, it indicates that all the list elements have been processed and processing continues with step 820 wherein the value of the "d" variable is incremented by one to select the next source.

However, if the value of the "e" variable is not greater than the "#L" variable, it indicates the existence of unprocessed list elements and processing continues with step 812. Accordingly, the "e" variable is used to traverse through the list elements for a particular source and process the list elements one at a time.

In step 812, the "CPIOe" variable is initialized to point to the CPIO referenced by the e-th list element in the list for source Sd. The "Rde" variable is initialized to store or refer to the relevance value or score associated with CPIO referenced by the e-th list element in the list for source Sd. The value of Rde is then checked to determine if it is greater than a user-configurable value Tde (step 814), where Tde indicates a threshold value configured by the user for source Sd. If the value of Rde is not greater than the value of Tde, the e-th list element is not considered for inclusion in the "final" list of CPIOs (i.e., the list element is skipped) and processing continues with step 818 wherein the value of "e" is incremented by one to select the next list element from the list corresponding to source Sd. If the value of Rde is greater than the value of Tde, it indicates that the particular CPIO included in the e-th list element is to be considered for inclusion in the "final" single list and processing continues with step 816.

In step 816, the value of the element of array "NumVotes" corresponding to the CPIO indicated by variable CPIOe is incremented by one. The value of the element of array "WeightVotes" corresponding to the CPIO indicated by variable CPIOe is incremented by the user-configurable weighting factor (Wsd) associated with source Sd. Information identifying source Sd is also appended to the list pointed to by the element of array "SourcesVoting" corresponding to the CPIO indicated by variable CPIOe. Processing then continues with step 818 wherein the value of "e" is incremented by one to select the next list element from the list corresponding to source Sd.

After all the sources and their corresponding list elements have been processed (as determined by step 804), the "final" single list of CPIOs is generated based on user-specified criteria and information recorded in the "NumVotes," "WeightVotes," and "SourcesVoting" arrays (step 822). According to an embodiment of the present invention, the user-specified criteria may configure the present invention to select CPIOs to be included in the "final" list based on information stored in the "WeightVotes" array. For example, only those CPIOs having WeightVotes values above a user-configurable threshold may be selected for inclusion in the "final" list. Alternatively, the "WeightVotes" array may be sorted and CPIOs corresponding to the top "G" (where the value of "G" is user-configurable) WeightVotes values may be selected for inclusion in the "final" single list of CPIOs to be communicated to user system 102. In other embodiments, server system 112 may be configured to select CPIOs based on information contained in the "NumVotes" array. For example, in this embodiment, only those CPIOs having NumVotes values above a user-configurable threshold are selected for inclusion in the "final" list of CPIOs. Alternatively, the "NumVotes" array may be sorted and CPIOs corresponding to the top "H" (where the value of "H" is user-configurable) NumVotes values may be selected for inclusion in the "final" list to be communicated to user system 102.

CPIOs may also be selected based upon the sources that contributed the CPIOs. For example, the present invention may be configured to select a CPIO based upon information contained in the lists pointed to by elements of the "SourcesVoting" array. The user may also specify selection criteria...
that is based on a combination of information stored in the
NumVotes, WeightVotes, and/or SourcesVoting arrays. It
should be apparent that the scope of the present invention is
not restricted to the selection criteria/techniques discussed
above. Various other techniques known to those of ordinary
skill in the art may also be used to select CPIOs to be
included in the final single list of CPIOs to be communicated
to the user system.

The ‘‘final’’ single list of one or more CPIOs generated in
step 822 may then be communicated to user system 102
according to step 312 in FIG. 3. The information stored by
the CPIOs included in the ‘‘final’’ list may then be output
to the user by user system 102 (step 314 in FIG. 3).

FIGS. 9A, 9B, and 9C depict examples of user interfaces
which may be used to present or output information stored
by the selected CPIOs to the user according to embodiments
of the present invention. The user interfaces depicted in
FIGS. 9A, 9B, and 9C are mere examples and should not be
construed to limit the scope of the claims herein. One
of ordinary skill in the art would recognize many other varia-
tions, alternatives, and modifications.

FIG. 9A depicts a browser screen 900 having a current
document display area 902 and a selected information
display area 904. The document viewed by the user is
displayed in current document display area 902. For
example, in FIG. 9A, the user is viewing a document
titled, ‘‘The Design of a Wearable Computer.’’

Selected information display area 904 is used to display
information stored by CPIOs selected by server system 112
communicated to the user system in accordance with the
teachings of the present invention. The information dis-
played in selected information display area 904 may include
text information, image information, audio information,
video information, URL information, and other types of
information and combinations thereof. The information dis-
played in selected information display area 904 may have
been selected by server 112 using one or more of the
selection techniques described above. For example, in FIG.
9A, the information displayed in area 904 includes text and
URL links that are determined by server 112 to be relevant
in some way to the document viewed by the user and to
concepts of interest to the user. The URL links includes links
to documents entitled ‘‘Cyborg Seeks . . . ’’ ‘‘Tourist Wear . . . ’’
and ‘‘Smart Clothing . . . ’’ which may be of
interest to the user. In this specific embodiment, the docu-
mens names have been shortened to accommodate the size of
information display area 904. However, the content and the
display arrangement of the information may vary in alter-
native embodiments of the present invention. Further, the
number of selected information display areas may also vary
in alternative embodiments of the present invention.

In the embodiment depicted in FIG. 9A, area 906 displays
concepts of interest to the user of the user system. As
mentioned above, this information may be stored in a user
profile. In the example depicted in FIG. 9A, the user
concepts of interest include concepts identified by content
identifiers ‘‘Agents,’’ ‘‘Interfaces,’’ ‘‘Wearable,’’ ‘‘Bayes,’’
‘‘Design,’’ and ‘‘InputDev’’. For each concept, the user
interface also indicates the degree of relevancy of the document
viewed by the user in area 902 to the concepts of interest.
For example, the document viewed by the user is 97%
relevant to the concept identified by concept identifier
‘‘Wearable’’. It should be apparent the user concepts need not
be displayed in alternative embodiments of the present
invention.

The user may make selections from the information
displayed in selected information display area 904. For
example, selection of URL link ‘‘Cyborg Seeks . . . ’’ in FIG.
9A causes the web page entitled ‘‘Cyborg Seeks Community’’
corresponding to the selected URL to be loaded in area
902 of browser 900 as depicted in FIG. 9B. The information
displayed in selected information display area is also
dynamically updated to display information that is relevant
to the ‘‘new’’ document displayed in area 902. In this
embodiment, a change in the document viewed by a user
causes server 112 to select CPIOs based upon the ‘‘new’’
document. Selected information display area is updated to
display information stored in CPIOs selected by server
system 112 and communicated to the user system. Accord-
ingly, as shown in FIG. 9B, new information is displayed in
selected information display area 904. Concept indicators
displayed in area 906 are also updated to provide indications
of relevance of the current document, ‘‘Cyborg Seeks Community,’’
to the plurality of concepts that are of interest to the
user.

FIG. 9C depicts yet another user interface according to
another embodiment of the present invention. FIG. 9C
depicts a browser screen 910 having a current document
display area 912 and a selected information display area 914.
The document viewed by the user is displayed in current
document display area 902. For example, in FIG. 9C, the
user is viewing a document entitled, ‘‘Digital Manipulatives:
New Toys To Think With.’’

In the embodiment depicted in FIG. 9C, area 916 displays
a plurality of channels of interest to the user. Information
related to the channels may be stored in a user profile. In
the embodiment depicted in FIG. 9C, the channels include
shopping channel, a news channel, a money channel, and
others. Different channels can be specified in other embodi-
ments. Selected information display area 914 is used to
display information stored by CPIOs selected by server
system 112 in accordance with the teachings of the present
invention based upon the document viewed by the user in
area 912 and based upon channels of interest to the user
viewed in area 916. For example, in FIG. 9C, the infor-
mation displayed in area 904 includes information that is
relevant in some way to the document viewed by the user
and channels of interest to the user and of possible interest
to the user.

As described above, the present invention provides tech-
niques for automatically providing information to users
based upon information or documents accessed or viewed by
the user. Since the present invention does not require specific
user input to find the relevant information, the invention can
be easily used to users who are not computer literate or are
uncomfortable using computers. Further, the present inven-
tion allows content providers to target information to users
who are likely to be interested in the information. The
present invention can thus be used as a powerful advertising
tool for targeting advertisement information to users. The
present invention may also be used for various other applica-
tions that provide information to users.

Although specific embodiments of the invention have
been described, various modifications, alterations, alterna-
tive constructions, and equivalents are also encompassed
within the scope of the invention. The described invention is
not restricted to operation within certain specific data pro-
cessing environments, but is free to operate within a plural-
ity of data processing environments. Additionally, although
the present invention has been described using a particular
series of transactions and steps, it should be apparent to
those skilled in the art that the scope of the present invention
is not limited to the described series of transactions and steps.
Further, while the present invention has been described using a particular combination of hardware and software, it should be recognized that other combinations of hardware and software are also within the scope of the present invention. The present invention may be implemented only in hardware, or only in software, or using combinations thereof.

The specification and drawings are, accordingly, to be regarded in an illustrative rather than a restrictive sense. It will, however, be evident that additions, subtractions, deletions, and other modifications and changes may be made thereunto without departing from the broader spirit and scope of the invention as set forth in the claims.

What is claimed is:

1. A computer-implemented method of providing information to a user based upon contents of a first document displayed to the user, the method comprising:
   identifying at least a first section of the first document;
   extracting a first set of one or more information objects from the first section of the first document, the first set of information objects comprising at least a first information object comprising information of a first type, wherein the first information object is one of an audio object, a video object, or an image object;
   processing information objects in the first set of information objects and information objects in a second set of information objects to determine a degree of relevancy information indicating the relevancy of information objects in the second set of information objects to information objects in the first set of information objects, wherein the second set of information objects comprises at least one information object comprising information of a second type, wherein the second type is different from the first type, and wherein determining the degree of relevancy information comprises determining a degree of relevancy of the at least one information object to the first information object from the first set of information objects; and
   selecting a third set of one or more information objects from information objects in the second set of information objects based upon the degree of relevancy information determined for information objects in the second set of information objects, wherein information objects in the third set of information objects store information to be output to the user when the first document is being displayed to the user.

2. The method of claim 1 wherein the first section of the first document corresponds to a section of the first document displayed to the user, wherein the section of the first document displayed to the user is less than the entire first document.

3. The method of claim 1 wherein the first section of the first document corresponds to the entire first document.

4. The method of claim 1 wherein extracting the first set of information objects from the first section of the first document comprises:
   for each information object in the first set of information objects:
   identifying a type of the information object based upon contents of the information object;
   determining a first content recognition technique based upon the type of the information object; and
   applying the first content recognition technique to the information object to determine information related to the contents of the information object.

5. The method of claim 1 wherein:
   determining the degree of relevancy information for the second set of information objects comprises:
   identifying a plurality of selection techniques for determining the degree of relevancy information; and
   for each selection technique in the plurality of selection techniques, applying the selection technique to generate relevancy scores for the information objects in the second set of information objects, the relevancy scores indicating the relevancy of information objects in the second set of information objects to information objects in the first set of information objects calculated using the selection technique; and
   selecting the third set of information objects comprises:
   selecting one or more information objects from the second set of information objects to be included in the third set of information objects based upon the relevancy scores for information objects in the second set of information objects calculated using the plurality of selection techniques.

6. The method of claim 5 wherein selecting the one or more information objects from the second set of information objects to be included in the third set of information objects is above a threshold value.

7. The method of claim 1 wherein:
   determining the degree of relevancy information for the second set of information objects comprises:
   identifying a first selection technique and a second selection technique for determining the degree of relevancy information; and
   applying the first selection technique to generate a first set of relevancy scores for information objects in the second set of information objects, the first set of relevancy scores indicating the relevancy of information objects in the second set of information objects to information objects in the first set of information objects calculated using the first selection technique; and
   applying the second selection technique to generate a second set of relevancy scores for information objects in the second set of information objects, the second set of relevancy scores indicating the relevancy of information objects in the second set of information objects to information objects in the first set of information objects calculated using the second selection technique; and
   selecting the third set of information objects comprises:
   selecting one or more information objects from the second set of information objects to be included in the third set of information objects based upon the first set of relevancy scores and the second set of relevancy scores.

8. The method of claim 7 wherein applying the first selection technique to generate the first set of relevancy scores comprises:
determining a set of one or more concepts of interest to
the user;
determining relevancy of each information object in the
first set of information objects to each concept in the set
of concepts;
determining relevancy of each information object in the
second set of information objects to each concept in the
set of concepts; and
calculating the first set of relevancy scores based upon the
relevancy of each information object in the first set of
information objects to each concept in the set of
concepts and based upon the relevancy of each informa-
tion object in the second set of information objects to
each concept in the set of concepts, wherein each
relevancy score in the first set of relevancy scores
indicates a degree of relevancy of an information object
in the second set of information objects to an informa-
tion object in the first set of information objects for a
particular concept included in the set of concepts.
9. The method of claim 7 wherein applying the second
selection technique to generate the second set of relevancy
scores comprises:
for each information object in the first set of informa-
tion objects:
identifying a type of the information object based upon
contents of the information object;
determining a comparison technique based upon the
type of the information object; and
for each information object in the second set of infor-
mation objects, applying the comparison technique
to generate a relevancy score for the information
object in the second set of information objects, the
relevancy score indicating a degree of relevance of the
information object in the second set of information
objects to the information object in the first set of
information objects using the comparison tech-
nique determined based upon the type of the infor-
mation object in the first set of information objects.
10. The method of claim 1 further comprising communi-
cating the third set of information objects to a user system
which is used to output information stored by informa-
tion objects in the third set of information objects to the user.
11. The method of claim 1 wherein the first document is
displayed to the user using an access program and the
information stored by information objects in the third set of
information objects is output to the user in a predetermined
area of the access program.
12. The method of claim 11 wherein the access program
is a web browser and the first document is a web page.
13. The method of claim 1 further comprising:
determining when a second document is displayed to the
user instead of the first document;
identifying at least a first section of the second document;
extracting a fourth set of one or more information objects
from the first section of the second document;
determining new degree of relevancy for the
second set of information objects, the new degree of
relevancy information indicating the relevancy of
information objects in the second set of information
objects to information objects in the fourth set of information
objects; and
selecting a fifth set of one or more information objects
from information objects in the second set of informa-
tion objects based upon the new degree of relevancy
information determined for the second set of informa-
tion objects, wherein information objects in the fifth set
of information objects store information to be output to
the user when the second document is being displayed
to the user.
14. A computer-implemented method of providing infor-
mation to a user based upon contents of a document dis-
played to the user, the method comprising:
accessing a first set of one or more content provider
information objects (CPIOs);
extracting a set of one or more user document information
objects (UDIOs) from the document, the set of UDIOs
comprising a first U Dio comprising information of a
first type;
identifying a plurality of selection techniques for deter-
mining degree of relevancy information for the first set
of CPIOs, the first set of CPIOs comprising at least one
information object comprising information of a second
type that is different from the first type, the plurality of
selection techniques comprising a first selection tech-
nique and a second technique, wherein the first tech-
nique compares contents of the UDIOs and the CPIOs,
wherein the second technique determines relevancy of
the UDIOs and the CPIOs to one or more concepts of
interest to a user;
for each selection technique in the plurality of selection
techniques, applying the selection technique to the
UDIOs and the CPIOs to generate degree of relevancy
information for the CPIOs in the set of CPIOs, the
degree of relevancy information indicating the relev-
ancy of the CPIOs to the UDIOs in the set of UDIOs
calculated using the selection technique; and
selecting a second set of one or more CPIOs from the first
set of CPIOs based upon the degree of relevancy
information for the CPIOs calculated using the plurality
of selection techniques, wherein information objects in
the second set of CPIOs store information to be output
to the user when the document is being displayed to the
user.
15. A computer-program product stored on a computer
readable storage medium for providing information to a user
based upon contents of a first document displayed to the
user, the computer-program product comprising:
code for identifying at least a first section of the first
document;
code for extracting a first set of one or more information
objects from the first section of the first document, the
first set of information objects comprising at least a first
information object comprising information of a first
type, wherein the first information object is one of an
audio object, a video object, or an image object;
code for processing information objects in the first set of
information objects and information objects in a second
set of information objects to determine a degree of relevancy
information indicating the relevancy of information
objects in the second set of information objects to
information objects in the first set of information objects;
code for selecting a third set of one or more information
objects from information objects in the second set of
information objects based upon the degree of relevancy
information determined for information objects in the

second set of information objects, wherein information objects in the third set of information objects store information to be output to the user when the first document is being displayed to the user.

16. The computer-program product of claim 15 wherein

17. The computer-program product of claim 15 wherein

18. The computer-program product of claim 15 wherein

19. The computer-program product of claim 15 wherein

20. The computer-program product of claim 19 wherein

21. The computer-program product of claim 15 wherein:
of information objects to the information object in the first set of information objects using the comparison technique determined based upon the type of the information object in the first set of information objects.

24. The computer-program product of claim 15 further comprising code for communicating the third set of information objects to a user system which is used to output information stored by information objects in the third set of information objects to the user.

25. The computer-program product of claim 15 further comprising code for outputting information stored by information objects in the third set of information objects to the user in a predetermined area of an access program which is used to display the first document to the user.

26. The computer-program product of claim 25 wherein the access program is a web browser and the first document is a web page.

27. The computer-program product of claim 15 further comprising:

- code for determining when a second document is displayed to the user instead of the first document;
- code for identifying at least a first section of the second document;
- code for extracting a fourth set of one or more information objects from the first section of the second document;
- code for determining new degree of relevancy information for the second set of information objects, the new degree of relevancy information indicating the relevance of information objects in the second set of information objects to information objects in the fourth set of information objects; and
- code for selecting a fifth set of one or more information objects from information objects in the second set of information objects based upon the new degree of relevancy information determined for the second set of information objects, wherein information objects in the fifth set of information objects store information to be output to the user when the second document is being displayed to the user.

28. A computer-program product stored on a computer readable storage medium for providing information to a user based upon contents of a document displayed to the user, the computer-program product comprising:

- code for accessing a first set of one or more content provider information objects (CPIOs); and
- the set of CPIOs comprising a first UDIO comprising information of a first type;
- code for identifying a plurality of selection techniques for determining degree of relevancy information for the first set of CPIOs, the first set of CPIOs comprising at least one information object comprising information of a second type that is different from the first type, the plurality of selection techniques comprising a first selection technique and a second technique, wherein the first technique compares contents of the UDIOs and the CPIOs, wherein the second technique determines relevancy of the UDIOs and the CPIOs to one or more concepts of interest to a user;
- for each selection technique in the plurality of selection techniques, code for applying the selection technique to the UDIOs and the CPIOs to generate degree of relevancy information for the CPIOs in the set of CPIOs, the degree of relevancy information indicating the relevancy of the CPIOs to the UDIOs in the set of UDIOs calculated using the selection technique; and
- code for selecting a second set of one or more CPIOs from the first set of CPIOs based upon the degree of relevancy information for the CPIOs calculated using the plurality of selection techniques, wherein information objects in the second set of CPIOs store information to be output to the user when the document is being displayed to the user.

29. A system for providing information to a user based upon contents of a first document displayed to the user, the system comprising:

- a processor;
- a memory coupled to the processor, the memory configured to store a plurality of code modules for execution by the processor, the plurality of code modules comprising:
  - a code module for identifying at least a first section of the first document;
  - a code module for extracting a first set of one or more information objects from the first section of the first document, the first set of information objects comprising at least a first information object comprising information of a first type, wherein the first information object is one of an audio object, a video object, or an image object;
  - a code module for processing information objects in the first set of information objects and information objects in a second set of information objects to determine a degree of relevancy information indicating the relevancy of information objects in the second set of information objects to information objects in the first set of information objects, wherein the second set of information objects comprises at least one information object comprising information of a second type, wherein the second type is different from the first type, and wherein determining the degree of relevancy information comprises determining a degree of relevancy of the at least one information object to the first information object from the first set of information objects; and
  - a code module for selecting a third set of one or more information objects from information objects in the second set of information objects based upon the degree of relevancy information determined for information objects in the second set of information objects, wherein information objects in the third set of information objects store information to be output to the user when the first document is being displayed to the user.

30. The system of claim 29 wherein the first section of the first document corresponds to a section of the first document displayed to the user, wherein the section of the first document displayed to the user is less than the entire first document.

31. The system of claim 29 wherein the first section of the first document corresponds to the entire first document.

32. The system of claim 29 wherein the code module for extracting the first set of information objects from the first section of the first document comprises:

- for each information object in the first set of information objects:
  - a code module for identifying a type of the information object based upon contents of the information object;
  - a code module for determining a first content recognition technique based upon the type of the information object; and
35. The system of claim 29 wherein:
the code module for determining the degree of relevancy information for the second set of information objects comprises:
a code module for identifying a plurality of selection techniques for determining the degree of relevancy information; and
for each selection technique in the plurality of selection techniques, a code module for applying the selection technique to generate relevancy scores for information objects in the second set of information objects, the relevancy scores indicating the relevancy of information objects in the second set of information objects to information objects in the first set of information objects calculated using the selection technique; and
the code module for selecting the third set of information objects comprises:
a code module for selecting one or more information objects from the second set of information objects to be included in the third set of information objects based upon the relevancy scores for information objects in the second set of information objects calculated using the plurality of selection techniques.

36. The system of claim 35 wherein the code module for applying the first selection technique to generate the first set of relevancy scores comprises:
a code module for determining a set of one or more concepts of interest to the user;
a code module for determining relevancy of each information object in the first set of information objects to each concept in the set of concepts;
a code module for determining relevancy of each information object in the second set of information objects to each concept in the set of concepts; and
a code module for calculating the first set of relevancy scores based upon the relevancy of each information object in the first set of information objects to each concept in the set of concepts and based upon the relevancy of each information object in the second set of information objects to each concept in the set of concepts, wherein each relevancy score in the first set of relevancy scores indicates a degree of relevancy of an information object in the second set of information objects to an information object in the first set of information objects for a particular concept included in the set of concepts.
a code module for determining when a second document is displayed to the user instead of the first document;
a code module for identifying at least a first section of the second document;
a code module for extracting a fourth set of one or more information objects from the first section of the second document;
a code module for determining new degree of relevancy information for the second set of information objects, the new degree of relevancy information indicating the relevancy of information objects in the second set of information objects to information objects in the fourth set of information objects; and
a code module for selecting a fifth set of one or more information objects from information objects in the second set of information objects based upon the new degree of relevancy information determined for the second set of information objects, wherein information objects in the fifth set of information objects store information to be output to the user when the second document is being displayed to the user.

42. A system for providing information to a user based upon contents of a document displayed to the user, the system comprising:
a user system displaying the first document to the user; and
a server system coupled to the user system;
wherein the server system is configured to:
access a first set of one or more content provider information objects (CPIOs);
extract a set of one or more user document information objects (UDIOs) from the document, the set of UDIOs comprising a first UDIO comprising information of a first type;
identify a plurality of selection techniques for determining degree of relevancy information for the first set of CPIOs, the first set of CPIOs comprising at least one information object comprising information of a second type that is different from the first type, the plurality of selection techniques comprising a first selection technique and a second technique, wherein the first technique compares contents of the UDIOs and the CPIOs, wherein the second technique determines relevancy of the UDIOs and the CPIOs to one or more concepts of interest to a user;
for each selection technique in the plurality of selection techniques, apply the selection technique to the UDIOs and the CPIOs to generate degree of relevancy information for the CPIOs in the set of CPIOs, the degree of relevancy information indicating the relevancy of the CPIOs to the UDIOs in the set of UDIOs calculated using the selection technique; and
select a second set of one or more CPIOs from the first set of CPIOs based upon the degree of relevancy information for the CPIOs calculated using the plurality of selection techniques; and
wherein the user system is configured to output information stored by the second set of CPIOs to the user.

43. The system of claim 42 wherein at least one CPIO included in the first set of CPIOs is provided by a content provider system coupled to the server system.

44. The system of claim 42 wherein the first set of CPIOs comprises a first CPIO and a second CPIO, wherein the first CPIO is provided by a first content provider system coupled to the server system and the second CPIO is provided by a second content provider system coupled to the server system.